
MDAR-NS04L
4CH TRIPLEX DIGITAL VIDEO RECORDER

- CONFIGURATION -

- FEATURES -
Cost effective and reliable DVR, based on DSP
Straight MPEG-4 compression for saving storage and orienting networks
TRIPLEX operation - Simultaneous Record, Play, and Transmission
MULTIPLEXING operation - individual channel recording, playback, and setting functions
Multi channels playbacks : Multiple channels 4 simultaneous playback.
RTOS : Real Time Operation System
Network : Live, Playback, Backup, Local HDD recording
DDNS support.
CMS (Central Monitoring S/W)
VGA output
Real Time Live Display / Recording Rate up to 120fps
Multi-languages from setup menu
USB port for AVI video backup
Easy playback of AVI file via media player in any PC with the decoder installed
Easy firmware upgrade using USB flash drive
Covert camera operation
Pre-alarm recording
IR remote controller
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- SPECIFICATIONS -

MDAR-NS04L

Video Signal Format

Compression standard

Video Input

Video Output

Sensor input

Alarm Output

Recording Frame Rate

Recording mode

Motion Detection

Pre & Post recording

Display Frame Rate

Playback Multi-Decoding

Playback Search mode

Internal HDD

File system

Storage backup

Network Interface

Network Remote Acess

Power

MODEL

NTSC / PAL

MPEG 4

4Ch, 1.0Vp-p, 75Ohm

1Ch BNC, 1Ch VGA

4

1

NTSC/PAL : 352x240/352x288 (Max.120/100fps)

NaFS : Own developed & Designed for never broken by any power failure

USB 2.0 port

NTSC/PAL : 704x480/704x576 (Max.30/25fps)

Continuous / Schedule / Motion / Sensor / Manual

Motion detection setup by Grid

Yes

NTSC/PAL : 30/25fps per channel, 60fields

1&4

Event, Archive, Log

EIDE/ATA133, 1HDD (500GB)

10/100 base-T Ethernet (RJ-45), Dynamic IP & DDNS,

Client S/W, Web Viewer, CMS

DC12V, 5A

* Specification is subject to change without any notice.

- REAR VIEW -

- FRONT VIEW -


